
SKY EYE OGI
The Sky Eye OGI “Optical Gas Imaging” UAV is
customized and approved to carry the Flir gas
imaging G300a camera, a world leading
technology that can visualize and pinpoint gas
leaks that are invisible to the human eye.

The Sky Eye UAV is designed to take advantage of the unique Flir G300a
camera capabilities. In only a matter of minutes you can mount the camera as
the machine is prepared with the right connectors for power, video and data
connectivity.

The Sky Eye OGI “Optical Gas Imaging” UAV is equipped with an
powerful onboard computer. To control the cameras functions we have
combined software and hardware in a way that is unique to Sky Eye
Innovations. This technology allows you to control the cameras
functions without relying on infrastructure like 3/4G or Wi-Fi
connectivity. Instead you control the camera functions via the UAV
operators radio control.

Specs:
➤ Height: 28 cm
➤ Width: 28 cm
➤ Lenghts without propellers: 75 cm
➤ Lenghts with propellers: 95 cm
➤ Diameter: 102 cm
➤ Weight with basic electronics: approx. 4100 g
➤ Maximum payload: 1500 g
➤ Recommended GvW (Gross Vehical Weight): approx. 9500 g
➤ Operation temperature: --30 °C - +50 °C
➤ Operating speed: up to 15 m/s
➤ Rate of climb: 6 m/s
➤ Maximum thrust: 228 N
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➤ UNIQUE DUAL CHASSIS DESIGN
and hydrodynamic vibration damping system

➤ MOUNT 0,5-1,5kg CAMERAS
with same superb results

➤ Y6 DESIGN
equals no propellers in pictures

➤ FOLDABLE
for easy transportation

➤ DURABLE AND ROBUST
design and extremely wind resistant

➤ BRUSHLESS CAMERA GIMBAL
stable in winds at 10m/s and above

➤ DATALINK WITH TABLET CONTROL
availability for waypoint and route mission planning

➤ POWERFULL ONBOARD COMPUTER
availability

E-mail info@skyeyeinnovations.se for more information
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TECHNICAL FEATURES

General
➤ Onboard computer
➤ Camera control software
➤ Spark proof connectors
➤ Heat sensors – detect heat before it is to late
➤ Overpressure electronic chamber to keep dust away
➤ Cooling system with filters
➤ Filter cap to replace the cap on the Flir G300a camera
➤ Weather protected electronics: closed housing
➤ Position lights red, green and white

Constructions
➤ Lightweight and highly durable
➤ G10 Composite plastic
➤ Gen 2 Carbon fiber
➤ Material heat resistant: up to 100°C

Power distribution board
➤ Serves the camera with power from the UAV
➤ Separate battery connectivity to cool down the camera before flight

Video stream connectivity
➤ Onboard HD reference camera for Visual view
➤ Double video transmitters to switch between video sources
➤ Onboard SD-Card recorder for video stream recording
➤ SD-Card recording of video stream on the operators video monitor

RECOMMENDED EXTRAS

➤ PARACHUTE SYSTEM
Unique to Sky Eye, proven effective from 10 meters.
Takes down your machine at 4 m/s. World leading
parachute performance.

➤ REDUNDANT FLIGHT CONTROL SYSTEM
Allows you to regain control if you would experience a
degraded flight performance.

CAMERA CONTROL

FLIR camera control software:
➤ Easily control the camera directly from the flight control
system
➤ Change camera settings like focus in flight for optimal
image quality
➤ Record the radiometric data stream onboard the UAV for
later analysis
without any data compression and stream live video to the
ground

READY TO WORK PACKAGE

With our Ready To Work packages the machine comes fully
equipped with all parts needed to fully operate the machine
and get started. Additional add-ons only needed for extra
redundancy and scalability.


